x LGB Series Radial Choke Inductors
X LGB0406 / 0608 / 0810 / 1012

Dimensions (Unit: mm)

il@

P/N A(MAX) B(MAX) C(MIN) D(MIN) E F
LGB0406 5.0 8.0 10mm 15mm 0.5+0.1 2.0+0.5
LGB0608 7.0 10.0 10mm 15mm 0.6+0.1 2.5+0.5
LGB0810 9.0 12.5 10mm 15mm 0.6+0.1 5.0+1.0
LGB1012 12.0 15.0 10mm 15mm 0.8+0.1 6.0+1.0

Features: Product Identification:

1. Take up a small installation space.

. . LGB 0608 - 101 K
2. Small capacitance distribution, High frequency 1 2 3 4

self-resonance
: - 1 Product type: LGB Series Radial Choke Inductors
3. Special needle structure, less of open circuit

4. Protected by PVC or UL Heat-shrinkable T bush 2 Core Size: 0608 stand for 7.0*10.0

5 Lead-free environment 3 Inductance: 101 stand for 100uH

4 Tolerance: "M" :+20% ; "K" :+10% ; "J" :+5%

Inductance and rated current range: Characteristics:
LGB0406 1.0uH ~ 50mH 2 0A ~ 10mA 1. Inductance; 1.0uH to 100000uH
LGB0O608 10uH ~ 150mH 1.3A ~ 16mA 2. Rated Current: Temprature no more than 20°C
LGB0810 10uH ~ 100mH 5.0A ~ 28mA 3. Operating Temperature: -20°C to 80°C
LGB1012 10mH ~ 100mH 170mA ~ 45mA 4. Terminal Strength: Beyond 2.5kg
Test Equipment: Applications:

Inductance and Q value: HP 4285A Precision Q meter TV and Stereo equipment

DCR: Milli-ohm meter Communication divice

Self-resonance frequency : HM 9461 L-SRF Buzzer and Alarms

Power controller
System for wide band and high Q value



http://www.chinacoil.com/DGCS/products/big/Lgb0406.htm
http://www.chinacoil.com/DGCS/products/big/Lgb0608.htm
http://www.chinacoil.com/DGCS/products/big/Lgb0810.htm
http://www.chinacoil.com/DGCS/products/big/Lgb1012.htm
http://www.chinacoil.com/
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4, FL S ES A EBIEIS TS NER/EEN e e i
(uH) (MIN) (MHz) (MHZz)MIN (OHM)MAX (MA) MAX

LGB0406-1R0OK 1.0 130 7.96 120 0.035 2000
LGB0406-1R2K 1.2 100 7.96 120 0.058 1950
LGB0406-1R5K 1.5 100 7.96 120 0.075 1900
LGB0406-1R8K 1.8 100 7.96 120 0.110 1800
LGB0406-2R2K 2.2 100 7.96 100 0.120 1750
LGB0406-2R7K 2.7 100 7.96 80 0.125 1680
LGB0406-3R3K 3.3 100 7.96 75 0.130 1500
LGB0406-3R9K 3.9 100 7.96 70 0.135 1450
LGB0406-4R7K 4.7 100 7.96 50 0.140 1320
LGB0406-5R6K 5.6 100 7.96 45 0.145 1230
LGB0406-6R8K 6.8 100 7.96 30 0.15 1150
LGB0406-8R2K 8.2 100 7.96 22 0.16 1100
LGB0406-100K 10 80 2.52 20 0.23 1000
LGB0406-120K 12 80 2.52 17 0.24 970
LGB0406-150K 15 80 2.52 16 0.25 920
LGB0406-180K 18 80 2.52 12 0.33 860
LGB0406-220K 22 80 2.52 10 0.45 800
LGB0406-270K 27 80 2.52 9.50 0.50 710
LGB0406-330K 33 80 2.52 8.70 0.70 660
LGB0406-390K 39 70 2.52 8.20 0.74 600
LGB0406-470K 47 70 2.52 7.80 0.76 550
LGB0406-560K 56 50 2.52 7.60 0.80 500
LGB0406-680K 68 50 2.52 6.80 0.90 470
LGB0406-820K 82 50 2.52 6.00 0.95 430
LGB0406-101K 100 45 0.796 6.00 1.0 400
LGB0406-121K 120 45 0.796 5.50 1.1 370
LGB0406-151K 150 65 0.796 4.20 1.3 350
LGB0406-181K 180 65 0.796 3.60 1.5 320
LGB0406-221K 220 65 0.796 2.80 1.8 300
LGB0406-271K 270 50 0.796 2.40 1.9 275
LGB0406-331K 330 50 0.796 2.20 2.2 250
LGB0406-391K 390 50 0.796 2.00 2.7 220
LGB0406-471K 470 50 0.796 1.70 3.6 200
LGB0406-561K 560 50 0.796 1.50 4.2 190
LGB0406-681K 680 50 0.796 1.30 4.6 170
LGB0406-821K 820 50 0.796 1.10 5.7 155
LGB0406-102K 1000 90 0.252 1.00 6.7 150
LGB0406-122K 1200 90 0.252 0.90 8.2 140
LGB0406-152K 1500 80 0.252 0.80 13 120
LGB0406-182K 1800 80 0.252 0.80 15 110
LGB0406-222K 2200 80 0.252 0.80 17 100
LGB0406-272K 2700 80 0.252 0.80 19 90

LGB0406-332K 3300 70 0.252 0.70 26 83

LGB0406-392K 3900 70 0.252 0.65 30 76

LGB0406-472K 4700 65 0.252 0.60 45 70

LGB0406-562K 5600 65 0.252 0.55 48 62

LGB0406-682K 6800 65 0.252 0.55 56 56

LGB0406-822K 8200 65 0.252 0.55 62 52

LGB0406-103K 10000 45 0.0796 0.55 72 47

LGB0406-123K 12000 45 0.0796 0.50 80 40

LGB0406-153K 15000 45 0.0796 0.50 120 35

LGB0406-183K 18000 45 0.0796 0.50 135 30

LGB0406-223K 22000 45 0.0796 0.50 160 24

LGB0406-253K 25000 45 0.0796 0.50 180 20

J:4+5%; K:+10% ; M:+20%



http://www.chinacoil.com/
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LGB0608-100K 10 25 2.52 16 0.09 1300
LGB0608-120K 12 25 2.52 15 0.10 1100
LGB0608-150K 15 25 2.52 13 0.11 1050
LGB0608-180K 18 20 2.52 12 0.12 1000
LGB0608-220K 22 25 2.52 11 0.12 960
LGB0608-270K 27 25 2.52 10 0.17 920
LGB0608-330K 33 25 2.52 8.8 0.19 880
LGB0608-390K 39 20 2.52 8.4 0.22 860
LGB0608-470K 47 20 2.52 8.2 0.23 830
LGB0608-560K 56 20 2.52 7.9 0.29 810
LGB0608-680K 68 20 2.52 7.0 0.37 750
LGB0608-820K 82 20 2.52 6.5 0.39 740
LGB0608-101K 100 30 0.796 5.7 0.44 710
LGB0608-121K 120 30 0.796 5.2 0.64 680
LGB0608-151K 150 35 0.796 4.7 0.73 600
LGB0608-181K 180 35 0.796 4.2 0.82 540
LGB0608-221K 220 35 0.796 3.7 0.92 450
LGB0608-271K 270 30 0.796 3.5 1.2 420
LGB0608-331K 330 40 0.796 3.2 1.6 400
LGB0608-391K 390 25 0.796 2.9 1.9 370
LGB0608-471K 470 35 0.796 2.4 2.3 340
LGB0608-561K 560 35 0.796 2.2 2.6 280
LGB0608-681K 680 45 0.796 2.0 2.8 250
LGB0608-821K 820 40 0.796 1.6 3.0 230
LGB0608-102K 1000 70 0.796 1.5 3.3 200
LGB0608-122K 1200 70 0.252 0.80 3.5 180
LGB0608-152K 1500 70 0.252 0.70 4.5 160
LGB0608-182K 1800 70 0.252 0.60 5.0 140
LGB0608-222K 2200 70 0.252 0.50 6.2 120
LGB0608-272K 2700 70 0.252 0.40 7.2 100
LGB0608-332K 3300 70 0.252 0.30 10.5 80
LGB0608-392K 3900 70 0.252 0.20 11.7 70
LGB0608-472K 4700 70 0.252 0.18 13.6 60
LGB0608-562K 5600 70 0.252 0.16 16.6 50
LGB0608-682K 6800 70 0.252 0.16 19.6 50
LGB0608-822K 8200 70 0.252 0.16 25.2 40
LGB0608-103K 10000 70 0.0796 0.14 29.5 40
LGB0608-123K 12000 70 0.0796 0.14 33.8 40
LGB0608-153K 15000 70 0.0796 0.14 45.4 30
LGB0608-183K 18000 70 0.0796 0.14 50.4 30
LGB0608-223K 22000 70 0.0796 0.12 60.0 30
LGB0608-303K 30000 70 0.0796 0.12 91.5 20
LGB0608-333K 33000 70 0.0796 0.12 98.5 20
LGB0608-393K 39000 70 0.0796 0.12 140 15
LGB0608-473K 47000 70 0.0796 0.12 160 15
LGB0608-503K 50000 70 0.0796 0.10 170 15
LGB0608-563K 56000 70 0.0796 0.10 181 15
LGB0608-683K 68000 50 0.0796 0.10 282 15
LGB0608-823K 82000 50 0.0796 0.10 312 10
LGB0608-104K 100000 30 0.0252 0.10 380 10
LGB0608-124K 120000 30 0.0252 0.10 430 10
LGB0608-154K 150000 30 0.0252 0.10 520 10

J:+5%; K:+10% ; M:+20%
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LGB0810-100K 10 90 2.52 12 0.10 1600
LGB0810-120K 12 90 2.52 11 0.10 1600
LGB0810-150K 15 90 2.52 10 0.10 1400
LGB0810-180K 18 80 2.52 9 0.11 1300
LGB0810-220K 22 70 2.52 8 0.13 1200
LGB0810-270K 27 70 2.52 7 0.14 1100
LGB0810-330K 33 70 2.52 7 0.16 900
LGB0810-390K 39 70 2.52 6 0.16 800
LGB0810-470K a7 70 2.52 55 0.16 700
LGB0810-560K 56 60 2.52 55 0.22 700
LGB0810-680K 68 60 2.52 5 0.23 600
LGB0810-820K 82 60 2.52 4.5 0.27 500
LGB0810-101K 100 40 0.796 4.5 0.29 400
LGB0810-121K 120 40 0.796 4.5 0.33 400
LGB0810-151K 150 40 0.796 4.5 0.46 350
LGB0810-181K 180 40 0.796 4 0.51 300
LGB0810-221K 220 40 0.796 3.5 0.62 250
LGB0810-271K 270 30 0.796 3 0.65 250
LGB0810-331K 330 30 0.796 3 0.79 250
LGB0810-391K 390 30 0.796 25 0.91 200
LGB0810-471K 470 30 0.796 2.5 1.2 180
LGB0810-561K 560 30 0.796 2 1.2 160
LGB0810-681K 680 30 0.796 2 1.5 140
LGB0810-821K 820 25 0.796 2 1.7 140
LGB0810-102K 1000 50 0.252 2 2.0 120
LGB0810-122K 1200 45 0.252 1.5 2.3 100
LGB0810-152K 1500 45 0.252 1.5 2.9 80
LGB0810-182K 1800 45 0.252 1.5 3.5 80
LGB0810-222K 2200 50 0.252 1 4.2 70
LGB0810-272K 2700 50 0.252 1 5.1 60
LGB0810-332K 3300 50 0.252 0.9 6.1 60
LGB0810-392K 3900 50 0.252 0.8 7.8 50
LGB0810-472K 4700 55 0.252 0.7 11 50
LGB0810-562K 5600 55 0.252 0.6 11 45
LGB0810-682K 6800 55 0.252 0.6 14 45
LGB0810-822K 8200 60 0.252 0.6 15 40
LGB0810-103K 10000 100 0.0796 0.5 20 35
LGB0810-123K 12000 100 0.0796 0.4 24 35
LGB0810-153K 15000 100 0.0796 0.4 28 35
LGB0810-183K 18000 100 0.0796 0.4 42 30
LGB0810-223K 22000 100 0.0796 0.3 43 30
LGB0810-273K 27000 100 0.0796 0.3 55 25
LGB0810-333K 33000 90 0.0796 0.2 65 25
LGB0810-393K 39000 90 0.0796 0.2 87 25
LGB0810-473K 47000 85 0.0796 0.2 98 25
LGB0810-563K 56000 80 0.0796 0.2 128 20
LGB0810-683K 68000 70 0.0796 0.2 141 20
LGB0810-823K 82000 70 0.0796 0.2 161 20
LGB0810-104K 100000 55 0.0796 0.2 180 20

J:+5%; K:+10% ; M:+20%
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LGB1012-103K 10000 140 0.0796 0.35 12 280
LGB1012-123K 12000 140 0.0796 0.31 13 280
LGB1012-153K 15000 140 0.0796 0.28 18 280
LGB1012-183K 18000 130 0.0796 0.26 25 280
LGB1012-223K 22000 130 0.0796 0.22 30 240
LGB1012-273K 27000 130 0.0796 0.20 35 240
LGB1012-333K 33000 110 0.0796 0.19 40 200
LGB1012-393K 39000 110 0.0796 0.17 50 140
LGB1012-473K 47000 110 0.0796 0.15 50 140
LGB1012-563K 56000 100 0.0796 0.13 65 140
LGB1012-683K 68000 80 0.0796 0.12 70 120
LGB1012-823K 82000 65 0.0796 0.10 85 120
LGB1012-104K 100000 60 0.0796 0.10 100 120

J:+5%,; K:+10%; M:+20%
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